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Take control with viewsafe™.  
Our multi-functional inspection window 
brings clarity and accessibility to  
the safe condition monitoring �of live  
electrical switchgear. Designed to  
highlight potential faults within an  
electrical system, viewsafe™ puts  
you in complete control. �

Real-time insight means we can  
empower you to increase the safety,  
efficiency and productivity of your  
electrical equipment, giving you  
uncompromised VISION.
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viewsafe™ safety assured
maintenance aperture

viewsafe™ slides:

The viewsafe™ safety assured maintenance aperture has been 
designed to integrate the most important safety and functionality 
features required when inspecting and maintaining live electrical 
equipment and switchgear.

1. Introduction

viewsafe™ has been designed to integrate the 
most important safety and functionality features 
required when inspecting and maintaining 
electrical equipment and switchgear.

viewsafe™ utilises various maintenance slides,  
all of which increase efficiency, safety and  
productivity through condition monitoring and 
maintaining electrical equipment and switchgear.

The items listed are available from viewsafe™ 

Item Application

viewsafe™ Base Unit Base unit

Infrared Window Slide Thermal image inspection

Partial Discharge Slide Partial discharge inspection

CO2 Emergency Slide Emergency CO2 access

Visual Inspection Slide Visual inspection

viewsafe™ Storage Cabinet Maintenance slide storage 

How to contact viewsafe™

To contact viewsafe™, call 020 3808 7050 or visit the viewsafe™ website viewsafe.co.uk
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2. Safety information

a. Before you start

viewsafe™ installation may be completed  
by utilising either a hydraulic punch unit  
or via electric jigsaw.

Tools required:

1.	 Hydraulic punch or electric jigsaw

2.	Electric drill

3.	 viewsafe™ installation template

4.	Centre punch

5.	 Drill piece sizes;

		  a. 5mm

		  b. 8.5mm

3. Getting started

WARNING 

FOLLOW THESE INSTRUCTIONS CAREFULLY 

COMPLY WITH LOCAL AND NATIONAL SAFETY REQUIREMENTS 
WHEN WORKING IN HAZARDOUS LOCATIONS 

WEAR APPROPRIATE EYE AND EAR PROTECTION.

a. Unpack and check

Check that all viewsafe™ parts are  
present per unit:

1.	 viewsafe™ Base Unit (1)

2.	Security keys (2)

3.	 Installation template (1)

4.	 Installation instructions (1)

5.	 m8 flat washers (8)

6.	m8 nylon nuts (8)
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4. viewsafe™ installation

a. Installation template

To maximise the performance of viewsafe™, ensure  
that the location of the square aperture is located 
above the desired inspection area. Align the template 
and mark out the desired cutting area and drilling  
holes (fig.1).

b. Centre punch

Using the centre punch, punch the fixing holes as 
marked (fig.2).

c. Drill fixing holes

Using the 5mm twist drill, drill the fixing holes, then  
drill to 8.5mm for the m8 fixing studs on installation.
	 - If using hydraulic punch, proceed to d
	 - If using electric jigsaw, proceed to f

d. Create central aperture  
	 (hydraulic punch)

Using the installation template, centre punch the 
central hole whilst making the central square outline. 
Using the 5mm drill piece, drill the central hole.  
Using the 8.5mm drill piece, enlarge the pilot hole 
(fig.3). Using the 30.5mm round punch, enlarge the 
hole further.

Align the 138mm x 138mm square punch unit through 
the 30.5mm punched hole to the central square 
marking. If in doubt, use a spirit level to ensure a level 
installation. Using the foot pump hydraulic punch 
driver, operate to enlarge square opening fully.  
Proceed to g.

e. Create central aperture (electric jigsaw)

Using the installation template, centre punch the  
two corner holes.

Mark the central square outline using the installation 
template.

Using the 5mm drill piece, drill the corner holes and 
enlarge further with the 12mm drill piece. Using the 
electric jigsaw, operate along the marked lines from 
points until the central square aperture is produced.

f. Deburr holes and cutting edges

Degrease and deburr the front panel, holes and  
cutting edges.

g. Install viewsafe™ Base Unit

Locate the viewsafe™ fixing studs through the fixing 
holes created (fig.4). Place m8 flat washers onto fixing 
studs. Place the m8 nylon nuts onto the fixing studs.

Tighten nuts to a minimum of 8 newton-metres and  
a maximum of 10 newton-metres torque setting.

WARNING 

DO NOT OVER-TIGHTEN THE M8 NYLON NUTS ON THE FIXING STUDS.
FAILURE TO INSTALL CORRECTLY AND OVER TIGHTENING CAN CAUSE  

DISTORTION TO THE PANEL AND PREVENT THE viewsafe™  
BASE UNIT OPERATING CORRECTLY.

Fig.2

Fig.3

Fig.4

Fig.1
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h. Test and commission Base Unit

Operate both locks to the open position and 
open security access door. Read and follow 
instructions on the inside of the security door  
of the viewsafe™ Base Unit.

Complete commissioning and testing of Base Unit  
by inserting a maintenance slide and ensuring smooth 
operation of slide mechanism.

i. Select maintenance slide
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viewsafe™ Infrared Window Slide viewsafe™ Partial Discharge Slide
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viewsafe™ CO2 Emergency Slide viewsafe™ Visual Inspection Slide
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5. Warranty

6. Contact

viewsafe™ system products are warranted 
against defects in material and workmanship  
for 12 months from the date of shipment.  
For warranty service and repair, this product 
should be returned to viewsafe™ at the  
address in section 6.

n.b The warranty shall not apply to defects caused  
by improper maintenance, modification, or misuse.

viewsafe™ Ltd has a policy of continued product 
development and enhancement. Whilst every effort has 
been made to ensure the accuracy of this document, 
there may be minor variations between the details 
given and the equipment supplied.

viewsafe™ Ltd
Unit 9, Gateway 4, 
Knowsley Industrial Park
L34 9EN
United Kingdom

e:	 info@viewsafe.co.uk
t:	 +44 (0)20 3808 7050
w:	 viewsafe.co.uk

viewsafe™
Unit 9, Gateway 4
Knowsley Industrial Park
Liverpool
L34 9EN
UK

e:	 info@viewsafe.co.uk
t:	 +44 (0)20 3808 7050

viewsafe.co.uk
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